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ABSTRACT: Selfcompacting concrete (SCC) are often characterized as concretegtsatpleaior flow ability under
maintained stability (i.e.no segregation) therefore permittingesetfpaction i.e., material consolidation with no loss of
energy. Selcompacting concrete is a liquid mix acceptable for setting in structures with fullrogimfent without
vibration and it helps in achieving higher quality. In this investigation the cement is replaédg &dsh 10% as
constant and Ground Granulated blast furnace Slag (GGBS) of various proportions 0%, 5%, and 4 @4péerhi
reviews on the #sh and hardened properties of fly ash and GGBS based -@morsgiécting concrete (SCC), to show
the accessible advantages of GGBS in-saffipacting concrete research and to conclude the sustainability and
economy of cement. In this investigation to sttltyy mechanical properties such as compressive strength, split tensile
strength, flexural strength, young’s modulus and Ndestructive test 7, 14, 28, 60, 90 days strength of self
compacting concrete.

KEYWORDS: Self-Compacting Concrete, fly ash, GGBSip@r Plasticizer, workability tests.
I. INTRODUCTION

Concrete technology has hudevelopmerg and innovatios inthe past decad®&ow a day's concrete isn't a
fabric that consisonly cement, fine aggregate, coarse aggregase@ted water however's& a buildingmaterial that
consists of the many new materials that performs satisfactordgrsurroundingenvironment Newly freshconcrete
consists of varioumaterialdike fly ash, GGBS etc.

SelfCompactingConcrete (SCCas well as referred to dself consolidating concretea developed in Japan in
the late 1980s, to improve the reliability of concrete and concrete struchigbsy flow able or self levelling cohesive
concrete that can spread willingly into place (low thickness) through anddathick reinforcement in its individual
weight. It sufficiently fills form work vith no segregation or bleedir8CC mix has a low yield stress as well as an
increased flexibility thickness. The mix require bare minimum force to initial flow yet havieieuifffcohesion to
oppose aggregate segregation and extreme bleedihg.yield stress is condensed by means of a highly developed
synthetic high range wateeducing admixture (HRWR), while the viscosity of paste is improved by using a viscosity
modify admixture (VMA) or by rising the percentage of fines integrated into the Self Compacting Congrdesigin.

In order to achieve this property, SCC must have good deformability, high segregation resistamadylacking
around reinforcements without@ging any vibration New era of admixtures added to crisp SCC to build umidim
isolation resistance. Goakgregatiorresistance implies that the dispersions of total molecule inside the solid are
generally comparable at all areas and at all levelg ddiidified SCC is thick, homogeneous, and has preferred
building and mechanical properties over customary vibrated concrete. Though, to design a prapemfatting
Concrete mixture is not an eamsk A key part, whemrmanufacturingSelf CompactingConcrete, defanation on the
selection of ingredient materials with the design of mix proportions so as to get sufficientigsagfefreshly concrete.
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Applications of selfcompacting concrete (SCC) is determined on high performance; improved and nétenbns
excellence, thick and consistent surface texture, improved durabilitystigigth, and earlier construction.

II. MATERIALS USED

Cement

Cement is a binding materig@rdinary Portland ceent53 grade manufactured lojtra tech company confirmingp
IS 122691987 is used. The main benefit is the faster ratieoélopmendf strength. The specific gravity of cement is
3.15 and fineness modulus of cement is 2Zkgn initial setting time is 30 minutes and final setting time is 10hrs.
Aggregate

Theaggregate is the basic material used in any concrete to comprise the body dédonanereasing the strengtif
the material quantity, and to minimize the consequential volume change of concrete. The finesdggagates
generally occupy 60% t65% of concrete volume anttrengly influence the concrete freahd hardened properties,
mix proportions and economy. The natural sand with specific gravity is 2.65 and fineness modulusaigl 2189
coarseaggregates of 128m size with spefic gravityis 2.75 were used plane form quarry local

Fly Ash

Fly ash confirming to the requirements of IS 17276{)%btained from RTPP conforming to classvith specific
gravity of 2.2 and Fineness ofly ash is320nf/kg was used as supplementary cementitiouaterial in concrete
mixtures

Fig.1: Fly Ash
GGBS
In this research, commercially obtainable GGBS patrticle size less than 20 Nano meters was SUpBIT&RRA
chemicals pvt, Chennai with specific gravity 2.9 was used for all concrete mikineggess mdulus of Ground
Granulated Blast furnace Slag is 4Gkg

Fig.2: GGBS
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Table No.1Chemical Composition of Fly Ash and GGBS

Chemical Compositic

Materia SiC, Al,0s Fe, 05 MgO Cac
Fly Ash 58 22.F 5.7¢ 1.€ 2.12
GGBES 38.1 12.¢ 3.1Z 10.¢ 36.F

Super plasticizer
Super plasticizer is also called as High range water reducing admixture (HRWA) based on polyatadexyers are
typically used to plasticize the mik this experimental investigatidrave used CONPLAST 430 as super plasticizer.

X-Ray Diffraction:

Particle size of GGBS

It contains calcite, Silica and alumina.

By using WilliamsorHall method crystallite size and lattice strain is obtained for GGBS crystallite size is’ 26@l A

0.1% of strain.

Quantitative analysis results for GGB® contains calcite 34.35, Silica 38.56% and alumina 9.75%.

Particle size should satisfy by Bragg's Law equation (d sin REWDLQHG E\ URWDWLQJ VDPSOH
FHOO GLPHQVLRQV LV ZDYH OHQJWK Q LV DQ LQWHJIHU

By using Debye- Scherer ecation Nano particle size can be obtained—lgg—wwhere &1.54 A, = full width at
maximum intensity (FWHM) of the peak in radiargs: angle, K is constant 0.9.
Sample caldation for particle size of GGBE given below by using DebyeScherer quation for calculating particle

_ x _ G _ e _ _ __ O __ 44598 _
K=0.9, & 0.154 nm, = 2<% FWHM, 2}=30.48 2<% 8.14}= 15.225=.142D GSW A588amBo66s 1.011 nm.

Irtersty (cpS)

A G N i
; ol btk Kol Bl L bl d i s

Irtersty (cpS)

2-theta (deg)

Fig.3: XRD Test for GGBS
. METHODOLOGY

Fresh Properties of Sef Compacting Concrete

The mix design is focuseoh the ability to flow under its own weight without vibration, the ability to flow
through heavily congesteteinforcement under its own weight, and the ability to retain homogeneity without
segregation. The workabilityf Self CompactingConcrete is higher than conventional conctegey high” degree of
workability mentioned in IS 456:2000.
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A concrete mix can only balassified as Sel€ompactingConcrete if it has the followingharacteristics.

™ Filling ability

™ Passig ability

™ Segregation resistance
Several test methods have been developed in attempts to charactepmmpérges of SelCompactingConcrete. In
this study three methods are used to evaluate the ffreplerties of SelCompactingConcrete Each methodas its
different property and listed in talbelow.

In all, these proportions of specimens were invastig in this experimental work.

Table no.2Workability Tests

% Of Fly Ash And | Slump Flow Slump Flow In V-Funnel In | L-Box
GGBS In mm Sec(Tsocr) Sec (Ho/Hy)
10% & 0% 67C 5 10 0.€
10% & 5% 65C 7 9 0.8¢
10% & 10% 63( 7 12 0.€
10% &15% 62( 6 10 0.7

Mix Design and proportions

Based or2002 EFNARC published their “Specification & Guidelines for &dmpacting concrete” which, at that
time, proviced state of the art information for producers and users. Since then, much additional technicatiamfor
on SCC has been published but European design, product and construction standards do notomlysmdeifito
SCC and for site applications ttias limited its wider acceptance, especially by specifies and purchasesete mix
of M30 grade was designed. Mix proportion given in given in below was arrived basedon trial

Table No.3Mix Proportions

Concrete Cement F.A C.A W/C
NC 1 1.€ 2.4 0.4
SCC 1 1.87 1.7 0.t

For the design mix material quantities gieen in the below table 4.

Table No.4

M aterials sScC NC
Cement (kg/m) 453.2 380
Sand (kg/m) 850.805 711
Gravel (kg/m) 771.84 924

Fly Ash (kg/nf) 199.677 -

GGBS (kg/m) 53.3 -
Water (it/m?) 26.65 160

Super plasticizer (lit/f) 4.8 -

Mixing and Casting
Dry aggregates like gravel and sand were mixed in dry state. Then fly ash and GGBS added toitheitnycement
against the coarse aggregates and mixing is continued for 2miSutesequently, cement, fly ash and GGBS with
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water and the water reducing admixture is added and mixed for a furthert2sni@ancretenouldsaretest specimens
for 7, 14, 28, 60,90days strength testing.

Specimens
% 150mm cubes are cast for testoanpresivestrength rebound hammegnd modulus of rigidity
¥ 150mm diameter 300mm long cylindrical specimens for studying split tensile strength as well rrerdlye e
absorption characteristics.
% 700mm length 150mm breadth and 150mnghbeams specimens fastingflexure strength.
All the test specimens were carefully covered with durable plastic sheets to prevent the lossuoé imomediately
after casting. They were demoulded after 24 hours and kept curing for 7, 14, 28, 60 and 90 gsgrsoiime

Mi x Designatior Proportions of Binding Materials
Al 100% cemet
A2 90% cement + 10% fly a
A3 85% cement + 10% fly ash + 5% GC
A4 80% cement + 10% fly ash + 10% GC
A5 75% cement + 10% Fly ash + 15% GC

IV. EXPERIMENTAL RESULTS AND DISCUSSION

A. Compressive Strength

Concrete cubes of sizel50mmx150mmx150mm were tested for crushing strength. The specimens were placed
centrally on the base plate of the machine and the load was applied gradually at the constaitQOdig/am/min till
the specime failed. The maximum load applied was noted fa@ach test. The crushing strength is the ratio of failure
load to the area of cross section of speciniére compressive strength of concrete mixes by replacing OPC with fly
ashand GGBSfly ashis constat and GGBS byl0% and0%, 5%,10% 15% as GGBS. The test result has been
carried out on specimens at 7, 28, and 90 days strengtAs comparing the compressive strength and Rebound
hammer NDTresultsandgrapts aregiven belowin table.5 & 6

The Conpressive Strength result of Normal Concrete is increased when compared to all proportions. The
Compressive Strength of Concrete is decreased by 4% with admixture of 10% fly ash and whileeafi¢eGBBS
increased 2% of strength. At last added 10% GGB&ased 0.5% and added 15% GGBS decreases 3% as compared
to plain concrete.

Compressive strength test results for SCC using Fly Ash and GGBS
Table.5 Compressive Strength results

Compressive strength( N/mr)

Mix 9C-

7-Days 14-Days 28Days 60 Days Days
Al 31.85 32.08 38.56 42.12 43.54
A2 28.86 29.75 33.74 38.21 41.53
A3 28.92 29.77 33.86 38.60 42.67
Ad 32.17 32.31 34.66 41.60 43.76
A5 30.2 31.8 32.6 37.1 42.2
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Fig.4: Compressive Strength Results

Rebound Hammer results for N.C and SCC using Fly asand GGBS

Table.6: Rebound Hammer Results

Mix designation Rebound Hammer (N/mn?)
28 Days 90 Day:

Al 34 37.¢

A2 31.¢ 33

A3 32 34

A4 32 38.1

A5 31 36
= 50
GEJ 40
5 =
I E 30 T
-§ > 20 - 28 Days
L 10 ~
< 90 Days
14 0 -

Al A2 A3 A4 A5
Mix Proportions

The Rebound Hammer test result of Normal Concrete is increasadaempared to all proportions. The Rebound
Hammer test of Concrete is decreased by 12% with admixture of 10% fly ash and while added theS#eG&dsed
9% of strengthAddng 10% GGBS decreased 2%dded 15% by GGBS decreases 4.25@lah concrete

B. Split Tensile Strength

The test consists of applying a compressive line load along the opposite generators of a cdinclatelaged
with its horizontal axs between the compressive ptatBue to the compression loading a fairly uniform tensiksst
is developed over nearly 2/3 of the loaded diameter as obtained from an elastic analysis. Ttheobtrengete mixes
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by replacing OPC withly ash 10% as well as GGBS 0%, 5%, 10%&% 15% as replacedThe test result has been
carried out on speciems & 7 days, 14 days, 28 days ardldays strengthThe results andraphare given belowin
table 7

Split Tensile strength test results for SCC using Fly Ash and GGBS

Table.7: Split Tensile Strength Results

Mix Split Tensile strength(N/mn?)
7 Day: 14 28 90
Days Days Days

Al 2.8 3.4 4.1¢ 4.2z
A2 2.57 2.7¢ 2.81 2.9C
A3 2.7¢ 2.82 2.9¢ 3.1C
A4 3.0t 4.07 4.1C 4.21
A5 2.8z 3.0¢ 3.1t 3.82

The Split Tensile Strength result of Normal Concrete is decreased when compared to all propbei@mudt Tensile
Strength of Concrete is decreased by 31% with admixture of 10% fly ash and while added the 5%cGé&al
26.5% of strength, adding of 10% GGBS decreased 0.24% & 15% of GGBS strength decreases 9.47&#exs toomp
plain concrete.

- 5
2
o 4
7
I é 3 7 Days
§ > 2 14 Day
= 1 28 Day
joR
n 0 90 Days

Al A2 A3 A4 A5

Mix Proportions

Fig.6: Spilt Tensile Results

C. Flexure Test Results

Flexural strength test on concrebeamis to determine the strength a@bncrete. Flexuraktrength test was
conducted by using the method prescribed by 1S-51959.Beams of 700mm x 150mm x 150mm were used i®or th
test, the test specimen is placed in the machine at the bearing surfaces of the supportinghgnolleesli So that the
load shall be applied without shock and increasing continuously at a stress increases at aggroxigiatemm that
is at a rée of loading 400 kg/min for the 150mm specimens. The load shall be increased until the spelsjreerdfai
the maximum load applied to the specimen during the test shall be recohdedtrength of concrete mixes by
replacing OPC wittily ash 10% as welhs GGBSat 0%, 5%, 10% & 15%was investigated. The test result has been
carried out on specimens28 days and®days strengthrheresultsandgraphare giverbelow in table 8
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Flexural strength results for NC and SCC using Fly ash and GGBS

Table.8 Flexural Strength Results

Mix Flexural strength (N/mnv)
designation
28 Day: 90 Day:
Al 6.1( 6.27
A2 4.,2¢ 4.31
A3 5.87 6.1/
Ad 6.0¢ 6.4z
A5 4.1¢ 5.12
7
€6
\E/ 5
£ 4
2 3
g 9 28 Days
o 1 90 Days
50
o)
™ Al AZ A2 A4 AE
Mix Proportions

Fig.7: Flexure Strength Results
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The Flexure Strength result of Normal Concrete is decreaseu edmepared to all proportionshe FlexureStrengh

of Concrete is decreased by%80with admixture of 10% fly &sand while added the 5% GGBScdsased 2% of
strengthadded 10% GGBS increaseth df plainconcrete, added 15% GGBS decreases 17.81% strangthmpared

to plain concrete.
D. Young’s Modulus Test Results

The young’'s Modulus test strength results for various replacement levels of fly ash and GGBS by sLemeas
normal concrete and 0%, 5%, 1@&615% percentages of SCC consider atd2§s and 8- days strengthesultsand
grapharegiven below.According to stressstrain gaph up to elastitimit the E value is evaluated. Thestdts are

given below in table 9

Young’s Modulus testresults for NC and SCC using Fly ash and GGBS

Table No.9 Young's Modulus

Mix designation Young's Modulus Test (N/mn?)
28 Day: 90 Day:
Al 4.1x1(7 4.5x1(
A2 1.4x1(* 3.3x1(
A3 1.5x1(* 3.6x1(7
Ad 1.6x1C¢ 3.7x1(
A5 1.4x1(° 3.5x1C¢
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The Young'’s Modulus test result of Normal Concrete is decreadgezh compared to all proportions. The Young's
Modulus of Concrete is decreased by 27% with admixture of 10% fly ash and while added the 5% G@&8%de

21% of strength, adding 10% GGBS decreased 19%, added 15% GGBS strength decreases 22.22% asocompared
normal concrete.

50000
40000
30000

20000 28 Day

10000 90 Day
0

Youn's Modulus N/mm?

Al A2 A3 A4 A5

Mix Proportions

Fig.8: Young's Modulus Results
V. CONCLUSION

Based on the investigation conducted for the studyebfiviourof selfcompacting concrete the following conclusions

are arrived.

™  As no specific mix design procedure for SG@uvailablemix designas per Euro code EFNARC 2002.

™ To check the workabilityestas filling ability, flowing abilityand segregatioresistance.

™ n this investigation 0.5% of super plasticizer it is possible to get a mix with low water to cattiertd get the
desred workability.

™ The compressive strength and Rebound hammer (NDT) comparing with normal concrete and SCC of A4
proportion as increased strength of 0.5% & A5 proportion of 3% of decreased strength as plaia. d¢Ddref
A5 proportion decreased strendti®% of NC.

™ Tensile strength of A1 proportion of NC & A4 as 10% FA & GGBS decreased strength 0.248b6 atréngth
decreased as 9.47% NC

™ Flexural strength of NC Al proportion of NC & A4 proportion increase strength as 3% & A5 prop@ti®ase
the stragth 17.81% comparing plain concrete.

™ Young's Modulus according to stressain graph, find the E value comparing the Al proportion decreases the
strength 19% & A5 proportion decreases the 22.22% compared the plain concrete.

™ Comparing SCC A4 proportion 0% Fly Ash and 10% GGBS as optimum and similar to Normal concrete.
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